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Subminiature Tension Load-cell [Capacity: 50 N (10 lbs) t 5N

Tension Load-cell [Capacity: 250-500 N]

(Details specifications are as per ANNEXURE-l)

1. INSTALLATION/COMMISSIONING

T,1,. NOT APPLICABLE

2. WARRANTY

2.1. As per standard OEM's terms.
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01.

42.

05 Nos.

01 No.



Annexure-l

Load-cel I specifications

1. Subminiature Tension Load-cell: 05 Nos.

. Capacity: 50 N (10 lbs) t 5 N

o TYPe: in-line,
o Mechanical connections: in-line, threaded male or female on both sides,

o Max. diameter: L5 mm,

o Max. height (excluding threaded stud length, if any): 12 mm,

o Excitation: 5 -10 V DC

o Rated output: 1 mV/V or higher

o Accuracy: +0.5% BFSL or better,
o Temperaturecompensated
o Cable: 1.5 m (min.)Shielded cable

2. Tension Load-cell: 01 No.

o Capacity: 250 - 500 N

o Type: in-line or pancake,

o Mechanical connections: threaded male or female,

o Max. diameter: 90 mm,

o Max. height (excluding threaded stud length, if any): 40 mm

o Excitation: 5 -10 V DC

o Rated output: 1 mV/V or higher
o Accuracy: !0.5% BFSL or better
o Temperaturecompensated
o Cable: 1.5 m (min.)Shielded cable
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