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SUPPLY, INSTALLATION AND COMTTTSSIOI,TIIrG WIrrr
TRA|N|NG) OF GAS CHROMATOGRAPHY sysTEM
(DETA|LED SpECtFtcATtoN AS pER ANNEXURE _ t)

DELIVERY, INSTALLATION&COMMISSIONING 
:

11 The ordered goods are to bedelivered, installed, commissioned (with training) at cslR-cMERl Durgapur within
0B (eight) weeks (56 days) of receipt of Purchase order. lnstallation should be carried out only by expert
engineers of Supplier / Manufacturer. The gas sample analysis must be demonstrated to the user,s satisfaction
and must show the data matching with the standard. During the course of installation, necessary trarning on
operation and maintenance of the instrument shall be provided to lnstrtute's scientist / Engineers/Technicians

WARRANTY

2'7' The warranty shall be comprehensive.of three (03) years for complete system including chiller (if external)
effective from the date of successful installation and commissioning of the ordered Goods / System

PERFORMANCE SECURITY

31 03 % (three percent) of the lnvoice value valid till 2 months beyond the warranty period

4. PAYMENT TERM

4'1 al B0% of the contract price of goods [80% of the cost of goods and 1oo"k taxes] shalt be paid against delivery
and inspection of all the ordered goods at site [final destination] purchaser reserves the right to ask for a joint
inspection with supplier's representative for verification of delivered goods All charges for such inspection shall
be borne by the Supplier

b) 20okbalancepaymentshall bepaidwithin30daysof Delivery lnstailation&commissioning,trainingand
acceptance of ordered goods upon submission of claim supported by the acceptance certificate issued by the
purchaser and the performance Security

5 Bid securing Declaration (Form-4) is to be submitted by the Bidder as per the format prescribed in the tender document

6 Optional items will not be considered for price evaluation

7 submission of Manufacturers Authorization Form (Form-2) in the prescribed format shall be mandatorv for NoN-oEM
bidders.
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/ ANNEXURE _ I

Technical specification for Gas chromatography System
# Features Requirement
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lnstrument type M icroprocessor based Gas Ch romaiog rdp hy sysfem
for analysis of CO, COz, CH+ and alcohols in Air
sample by FID with Methanizer, Aromatics - BTX in Air
sample by PlD, Hz in Air sampte by Discharge
lonization Detector.System should be quoted with
Mainframe GC to mount injector, Detector, Valve for
Simultaneous analysis of gaseous mixer - H2, A2,
CO, CO2, CH4, alcohols, BTX without any manual
intervention.
Provision for upgradation and addition of VSanO extra
columns.
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CC, COz & CH+ 1 ppm and above in Air Sample
J. Hz, Oz, Nz, CH+, CO 100 ppb and above in Helium
4. Alcohols 100 ppb and above in Helium/Air
E H2 100 ppb and above in Air sample
b. BTX aromatics 20 ppb and above in Arr Sample
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Column Oven Size 15 lit or more
oU. Operating Temperature Ranqe: Near ambient to 450 'C or better

Temperature Set Point Resolution 1 'C or better
'10. Number of Ramps/Plateaus: 7/B or more
11. I\4aximum Heatinq Rate: 50 "C/min or more
12" Oven Cool-Down (22'C ambient): 400 'C to 50 "C in about 6 min or lesser
tJ. Automatic Electronic

Pressure/Gas Controller:
Auxiliary Electronic Gas Controller - ety 3
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A. Capillary lnjector with
electronic gas control:

Qty: 0'1. Suitable for all (0.'t mm to 0.53 mm rJ )
capillary columns

4EtJ" Temperature Ranqe 50 'C to 450 "C or better
16. Fressure Range: 0-140 psl or more.

Programming with three ramps and four plateaus.
17. Gas saver mode: Standard
1B Modes: Split and Splitless with EPC & auto sptit controt
19. Split Ratio Up to 6000:'1 or better
20. B. Packed Column lnjector

with electronic gas
controller:

Qty - 01. Suitable for different OD packed columns
and wide bore Capillary columns with adaptor.

21 Temperature Ranqe: 50 'C - 450 'C or better.
22.
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A. Flame lonization Detector
(FlD) with electronics gas
controller and methanizer

Qty - 1. Compatible with different OD packed &
capillary columns

ZJ. Flameout detection
24" MDL: <1.8 pg C for Dodecane
25 Linear Dynamic Ranqe: >107
26. Maximum Temperature: 450 'C or more
zt. B. )hoto lonization Detector

PID) with Electronics gas
;ontroller

Qty * 1. Should be equipped with 10.6eV UV tamp oi
suitable UV lamp.
Compatible with packed and capillarv columns.

28. MDL: <10 ppb Benzene
29. Liner dynamic ranoe: 104 or better
30" Maximum Temperature: Up to 200 "C
JI c. Discharge lonization

Detector
Qty-1

')a Dischfige lonization
Dqtectft,for Trace lev6l

100 ppb and above in Air sampl" 
\Q;, ,W



analysis of H2, 02, N2, CO,
CH4 in Helium

JJ. Gas line filters Good quality Helium gas line filter for Discharge
lonization Detector should be come along with system
separatelv.
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Required Packed Columns, SS MOLESIEVE 5A, 80/100MESH, HS-Q 80/100,
SHINCARBON ST 1001124 or equivalent

35 100% dimethylpolysiloxane capillary column or equivalent

36 6% cyanopropyl phenyl methyl polysiloxane capillary column or equivalent
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Automatic Helium leak tested gas sampling valve 1OPORT

3B Auiomatic Eas sampling valve 10PORT
?o Automatic gas sampling valve 6PORT

40 Heated Valve box to install minimum 4no.s automatic gas sampling valve

41. Electronic pressure controls (EPC) for all tne gases.

+1. Sulfinerl ined sample loop 1 ml - Qty 3

43. lnert sample iniout path -tubing sulfineft (20 ft)

44. I nstallation/Startu p kit

45. Tedler bag l ltrs & 3ltrs

46" Hamilton Syringes with FTFE l,.rer lock, syringe capacity 50 mL - Qty 2

4{ Gas sampling bomb 500m1 with reedle valve - Qty 3

48. obE Windows '10 or latest operatincl software compatibility based
49. Chromatoqraphv software for GC control. data acquisiiion & processing must be provided
50. '.: p
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Calibration Standard - H2, 02 l pprr level rn He 0 5ltrs WC
51. Calibratron qas cylinder0 5ltrs WC 5ppm level CO CO2.CH4 and alcohols

Calibration gas cylinder 0 5 ltrs WC '1 ppm level BTX
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Helium N5.5 grade, High Purity Hydrogen, Zero Au, Nitrogen Gas filled cylinder 47ltrs WC
appx - each Qty '1

54 Double Stage SS Diaphragm Regulator for Helium, Hydrogen, Zero Air, Nitrogen - each
Qtv 1

55. Gas Purification Panel with fittings for all gases must be provided. There must be separate
qas line filter with fittinqs for helium purge line.

56. Computer/Printer Branded i7 PC or better (Windows'10, '16G8 RAM, 1

'IB HDD, 64bit or more, 30 inch monitor or more)and
Laseriet Color Printer with Scanner

57. Online UPS 20 KVA of five star ratinq with min. t h back up.
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Warranty Comprehensive warranty of three years for complete
svstem includinq chiller (if external).

59. I nstallation and Training The onsite installation and commissioning of the
system at CSIR-CMERI must be done by the supplter.
The gas sample analysis must be demonstrated to the
user's satisfaction and must show the data matching
with standard. Training for operation and maintenance
of the instrument should be provrded at the time of
installation.

Minimum eligibility criteria:

r The OEM should be in this business for at least B years. A B years old PO copy of similar equipment

is to be included in the technical bid as evidence.
r The OEM should have at least five (05) installations of offered equipment supplied to Govt. lnstitutes

of india. The PO copies/installation reports are to be included in the technical bid as evidence ln ",/
addition, satisfactory equipment performance reports, from these users are also to be included in the

certificate from OEM is
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