
Annexure-I

(1) Carbon Monoxide (CO) Sensor

Features :

o Measuring Gas: Carbon Monoride Gas'

o Measuring range: 0-2000 PPM

o Sensor Coverage Area: 700-800 m2

o HumiditY : 15-90% RH

o ResPonse tin.re : < 60 Sec

o Protection Class : IP 65

o StabilitY&resolution : -.l3 PPm

o Sensor life exPectancy:- > 5 Years

o Working tetnperature :- -10"C to 50"C

o Power*PPIY :- !2-24YDC
o Analog ouiput signal - 4-20 mA or 2-i0 VDC

o WarrantY: atleast 12 Months

(2) Carbon Dioxide (CO2j Sensol I 02 Nos

Features:
o Measuring range : 0-2000 PPM

o Sensor element : Infi'ared (NDIR)

o 4 _ 20 rnA (or 2 - 10 V) analog outPut

o Power suPPlY : 12124 YDC
o WarrantY: atleast 12 Months

(3) Hydrogen SulPhide Sensor

Features:
o Measuring range : 0-50 PPM (H2S)

o Analog ouiput signal :- 4-20 utA or 2-10 VDC

o AccuracY : +0'2 PPM

o ResPonse time < 60sec

o Power SuPPIY :12124YDC
o IP 65 Prbtected enclosure

o WarrarrtY: atleast 12 Months

(4) Hydrocarbon CH4 (Methane) Sensor : 02 Nos

Features:
o Measuring Rauge: 0-100% LEL (Methane)

o OPeratir-'g Voltage: 24YDC
o Analog OutPut : 4-20 mA / 2- l0 VDC

o ResPonse time < 60sec

o Housed in IP65

o WarrantY: atleast 12 Months

(5) GasAlarm PLC HMI Display with Control Panel

Features: GasAlarm PLC which has

o at least 4x analog inPut 4-20mA

o 6x DO (digital oLrtPut )

o 4x DI (digital inPut sPare)

o 2x AO (Analog outPut sPare)

o lx HMI (7 inch toLrch disPlaY)

o User fiiendlY oPeration

o Inbuilt SMPS 24 VDC
o Input power suPPlY 220150 Hz

o Rittal Metal Panel

o Ready tc, use

o WarrantY: atleast 12 Months
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