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Annexure-2

Name of the work: "Supply and fixing of false ceiling & PVC flooring in Central CAD Facility

group at CRTDH building, CSIR-CMERI Durgapur"

LIST OF APPROVED MAKES FOR CIVIL WORK.

1. The Contractor shall obtain approval from the Engineer-ln-Charge before placing order for any

specific material or engaging any of the specialized agencies.

2. Wherever applicable the Engineer-ln-Charge may approve any material equivalent to that
specified in the tender subject to proof being offered by the Contractor for equivalence to his

satisfaction.

3. Unless otherwise specified, in the tender document all the materials which are lSl Marked shall

be used in the work and if the lSl marked materials are not available, materials conforming to lS

shall be used, and for the materials which are neither lSl marked not conform to lS, the

manufacturer's Specification shall be approved through ElC.

Approved MakesDescription

Everest, EveriteFibre Cement Standard Ceiling
Board

lnterior Paint Berger-All Guard, Asian
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ESTIMATE SHEET

Name of the work: "supply and fixing of false ceiling & pvc flooring in central cAD Facitity group atCRTDH building, CSIR-CMER| Durgapur"
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Estimated
Item
No.

Description Unit otv

Rate Amount

False ceiling (with 6mm thick Fibre cement standard ceiring Board and
E-Grid T-2430)

Tee

andProviding fixing coatedceiling powder t.exposed grid
Tsuspension system (E-Grid or2430 loadequivalent capacitycarrying

nmid deflection notspa exceed 1/360 nng withspa spacihanger ng
200mm c/c) of RunMainconsisting 3600ner mm Cross Teelong

200 mm mm600 a Wandlong The WallAngle. shall be fixedAngle
PVCon Dash Fasteners theon of theperimeter wa steel screwsby

distance 300mm The RMain tounners be placed 1200 mm@Cross Tee 200mm wi be ininserted the ofslotspre-cut Main
Runner at interval 600ofregular tomm form modular rid of 200mmI600mm Additional TCross ees of mm600 beshall placed

thetoperpendicular rOSSc 1 200 mm to formlong a rid offinally s600 mm 600X m.m ofGrid sizemodule 600 mm 600X shallmm be
6 mm Gdiaby wire from rl ns 6soffit.pu thickmm

Pressure Steam NonCured Asbestos Fibre StandardCement Ceiling
300(Density sizeofKg/m3) mm595 X s95 ISconforming

&14862 BType il of rsoCategory tested8336, AS AS.per 530 3part
BS476& Part 74, 5, & should6, 8, be placed Gridthe tomodule form
False Ail ASCeiling complete drawitheper & ofdirectionsng

ln floorground

2 & of bramakeapproved nd scratchof
& Phomogeneous .c. flooriVinyle tong IS: 3462 9821conforming in

firequired fixed withnish, synthetic adhesiveacrylic after preparing
smothan&levelling whening with suitable ASnecessary putty

the &n ofinstructiondesig the n-chaEngineer-i rge.
2 mm thick (Plain

Sqm 0.

with ndbou washable of approved
tomanufacture an evengive shade New work or more(two

nda waterincluding thinnable withcoatpriming cement primer
separate(No shallpayment madebe for scaffolding )

sqm 0.00

otal
(Rupees in Words
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