
Description of items Quantity

P U R/575 5 83/E RT/S B tE t 20 1 I -20

SUPPLY, INSTALLATION AND COMMISSIONING OF EDDY

CURRENT SEPARATOR

(Detail Specification as per Annexure - l)

1 . INSTALLATION/COMMISSIONTNG

1.L. The ordered goods as mentioned above to be delivered, lnstalled and commissioned

at Amrawati CRPF Group Centre, Durgapur - 713214, West Bengal by an expert

en g in eer/tech n icia n of ma n ufactu rer/s u pp lie r.

2. WARRANTY

01 Year from the date of Acceptance of the Ordered goods.

3 GST CONCESSIONAL CERTIFICATE

3.1. GST Concessional Certificate would not be issued by this institute.

Note: 1. Manufacturer's Authorization Form must be submitted by Non-OEM Bidders.
2. Supply, lnstallation & Commissioning, Training (if any) must be completed

within 45 days.
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Annexq$i-I

rso. Supply, lnstallation antl Commissioning of Iirldr Currenl Separator at Amralvati, CRPF Croup

Centre, Durgapur. West Bengal 7 13214

I Flnd user:

The Eddi, Current Separator wlll be installed itl Arnrawati, CRI'F Group Clcntrc' Dlrrgapur,

West Bengal 713214.

2 Detailed sPccification:

a) Edd--v Cttrrent SeParator

Description Specification

Equipment Edcly culrent selrarator with vibratorl" feeder

Magnet Iligh Intensity High Graclient Iligh-Porver Rare-liiirtlt l\1agnet

Magnetic gauss power 12000 Gauss

Feeding Matcrial N4unicipaI Solid Waste

h{aterial Flnrv Rate 100 kg/h

Feed temperature (oC) lv{ax, 50

Output material separation Nonferrous (aluminiurn, copper, etc)

Ferrous (lron)

Non-nretallic (glass, wood. paper etc)

Materials to be separated Piece having rveight of maxitnum o1'50 gnt

Porver Drive (Etldy Curt'ent
Drurn)

AIlt]/l iavells/Crompton

3.5 kW. 3O, 41-5 \2. 50 Hz.2880 ILP\4

Belt Drive A tl B/liavells/Cronr pton

0.75 kW. 3{t, 415 V, 50 Hz. 1440 RPM rvith VFD to control tlte
speed

Bclt Canvas Belt: Width - 500 urrri & .l'hickness- 
6 trtnr

Bearing Heav,v dLrty sell'-aligning flange lrearing (SKF nrake)

Shaft ENB

Material of construction i\4s ts2062

Enclosure Totalll, enclosed Dust proof

Feetl systern -E lectro mecltan icai feecler

Fotit N{oLrnted

Open Coil Spririg Assembli,

I No.0.5 IIP.3rD,4l5 V.50 l-lz

f)ischarge hopper I

I

1

No. of Discharge Hopper fbr Notr-rnetal

No. of Discharge Hopper lbr Mctal (l-errorrs)

No. of Discharge l{oppel ftrr Metal (Non-[-crrotts)

Subhor $&$tenle.
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Annexure*I ..

-3 Scope of supply & incidental suryices:

a) Eddy Current Separator

Detaileri specillcation as Prorrirled irr Section f above.

T'he suppliel shall be requirecl to llerfbrm the follor.ving set'vices:

a) Installation & Conrmissioning. Supen,ision ancl Dernottsttation of the goods;

b) Providing recluired.jigs and tools fbr assembly requirecl fol the oontpletiort ol'tlte itlstallatiott:

c) Cabling from tnain panel to ail instrttments attd devices;

d) Onsite training to ScieutistslTechnical Olllcers/Staffs is to be proviclecl i:y Strpplicl fbr

operation ancl maintenarice of the equiprrent to the complete satislaction of the user clepartr.uent:

e) All sal'et1' reclr:irenrertts are to be incorporated.

,l Inspection and Acceptance "l'ests required:

Trial run and full load test rvill be conducted fbr 3 days to the complete satis{action olthe encl

tuser in the presence of ScienljstsiTechnical Officers from CSIR-L-MllRL

5 Minimum Pre-Qualification Criteria:

None
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