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Description of ltems

ased PGB Printer

Technical specifications . Machine operation : PCB Printing +Drilling

+soldering dispense + reflow

Print area 128mm X 105mm or higher

Minimum trace width 0.2 mm (8 mil).

Minimum package size 1005

Minimum pinto-pin pitch 0.65mm(32mil) * trace width

Material compatibility : Sn42lBi57.6/A90.4 Solder

For drilling Spindle Speed should be (maximum) 13,000 RPM

Dimensions (L X W X H) 390m mX257 mm x 207 mm

Max. heated bed temperature for reflow 240 0 C

Easy to use GUI with live video tutorials for every step

should be compatible with os windows 7,8,10(64 biO, osX 10.11 +

compatible file format Gerber connection type wired usB 2.0

. INSTALLATION, COMMISSIONING AND TRAINING 
t

The ordered goods are required to be installed within 15 days of receiptof goods at

this lnstitute. lnstallation should be carried out only by expert engineers of supplier /

Manufacturer. During the course of installation, necessary demonstration and training

on operation and maintenance of the goods shall be imparted to lnstitutes, Scientist /

Eng ineersffech n icians.

. WARRANTY

Comprehensive on-site warranty for one year must be provided to be effective from

the date of completion of installation and commissioning and/or final acceptance of the

items / equipment at the user's laboratory / lnstitute'


