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Item
SUPPLY OF:

1,, ELECTRIC PANEL FOR MOTORS

2. CONTRO.L PANEL FOR MOTORS

Details as per annexure- I & ll

01 No.

01 No.

1. Place of Delivery:

The ordered goods are to be delivered within g0 days of receipt of Purchase order at Department of
Mechanical Engineering, Karunya lnstitute of Technology and Sciences, Karunya Nagar, Coimbatore, Tamil
Nadu 641 1 14

2. Performance Security:

03 % of lnvoice Value/Contract value is to be furnished by the supplier within 21(twenty-one) days from the
date of Purchase order and it should remain valid for a period of 60 (sixty) days beyond-the datebf warranty
period

3" WARRANTY

Warranty 24 months will be provided by the supplier Warranty to be effective from the date of final

acceptance of the items/equipment at the User's laboratory/lnstitute/site.

4. Unloading of material at delivery site

ln scope of supplier.

6. Bid Security Declaration:

A Bid Security Declaration shall be mandatorily furnished by the Bidder in the format prescribed in the

Tender Document Any offer received without the Bid-Security Declaration shall be liable to be rejected.
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Annexure-I

Ig-chnical SPecificatio n

PecificallY or else bid shall be
N.B.

1. Mention Model No' Make and Specifrcation of Equipment s

;. ;lTf}"r, paste the tendered.p""il:1j'-"^ or else bid shall otf;;;:"* 
rvith the technical bid

3 . Provi de nttt"uo'o"n;;;t"on; ; t draw i n g (whenever appl icable

Place of Delivery:

Dept. or Me:hlil:'f,Pi?iifflllhiiill'a Institute or rechnolosv and sciences' Karunva

Nagar, Coimbatore'

Unloading of Material at Delivery Site: In Scope of Supplier

WarantY:24 months
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Annexure-I I
Technical Specification

ltem: Control Panel for Motors

N.B.

1. Mention Model No, Make and Specification of Equipment specifically or else bid shall be

rejected
2. Don't copy paste the tendered specification or else bid shall be rejected

3. Provide necessary photographs or drawing (whenever applicable) along with the technical bid

Place of Delivery:

Dept. of Mechanical Engineering, Karunya Institute of Technology and Sciences, Karunya
Nagar, Coimbatore, Tamil Nadu 641114.

Unloading of Material at Delivery Site: In Scope of Supplier

Warranty:24 months

o,i,"r"

SI Description Specification Qty

1 Panel Box

with internal

wiring

Dimension:2000 mm(L) x 1200(H) x 250mm (D) (min)

Thickness of CRC Sheet: 1.6 mm with powder coating

Height of frame from ground: +300 mm from GL

2.5 sq.mm cable (Cu) for internal wiring with appropriate tagging

1No

2 Variable
Frequency

Drive

3hp induction motor

(Voltage: 415Y,3 Phase AC, Frequency: 50H2, Current Rating: 4-6-3A)

8 Nos

2hp induction motor
(Voltage: 415V, 3 Phase AC, Frequency:5O Hz, Current Rating: 3.2-5A)

6 Nos

5 hp induction motor
(Voltage: 415V,3 Phase AC, Frequency: 50 Hz, Current Rating: 6.3-10A)

1No

I hp induction motor
(Voltage: 415V, 3 Phase AC, Frequency: 50H2, Current Rating: 1.0-2.0A)

Preferred make: Havells, Schneider, Siemens, Futji, Delta Etc.

5No

J Display &
Control

Provision for operating potentiometer knob from outside ofthe panel box

Display of frequency from outside of the panel box

20 Nos
20 Nos

4 On/Off/Trip On/Off/Trip Push button for each motor 60 Nos

5 Layout

Drawing

.pdf format 1 set


